
Pressure �lters selection table

Type  Unit VarioPress®

7000
VarioPress®

14000
VarioPress®

E 15
VarioPress®

E 25
VarioPress®

E 35
VarioPress®

E 55
VarioPress®

E 70

Flow capacity max m3/hour 4 7 9 11 12 14 15

Flow capacity recommended m3/hour 2,5 3,5 4 6,5 10 13 15

Advised pond volume - water only m3 7 14 15 25 35 55 70

Advised volume - plant pond only m3 10 18 25 30 50 60 75

Advised volume - �sh and plant pond m3 5 7 10 13 20 35 40

Advised volume - koi carp pond m3 ✖ ✖ Get advice from your pond specialist.                   Get advice from your pond specialist.

Applied in combination to swimming ponds m3 ✖ ✖ ✔ ✔ ✔ ✔ ✔
Pump choices Selection 1 Compact E-4200 AquaFlow E-5000 AquaFlow E-5000 AquaFlow E-10000 AquaFlow E-15000 AquaFlow E-20000 AquaFlow E-20000

Selection 2 AquaFlow E-5000 AquaFlow E-10000 AquaFlow E-10000 AquaFlow E-15000 AquaFlow E-20000

Selection 3 VarioFlow® E-10 VarioFlow® E-10 VarioFlow® E-10 VarioFlow® E-20 VarioFlow® E-20 VarioFlow® E-20

Dimensions ø x H cm    38 x 41    38 x 52    38,5 x 75    45 x 56    45 x 72,5    60 x 82,5 75 x 89

Volume vat litres 20 25 38 50 75 170 300

Voltage V / Hz 230 / 50 230 / 50 230 / 50 230 / 50 230 / 50 230 / 50 230 / 50

Protection class IP 44 44 67 67 67  67 67

Power consumption UV-c lamp and motor Watt 15 22 28 + 100 when rinsing 40 + 100 when rinsing 60 + 100 when rinsing 60 + 100 when rinsing 60 + 100 when rinsing

Lamp wattage Watt 11 18 24 36 55 55 55

Connection wire Inches" 1½" 1½" 1½" 2" 2" 2" 2"

Connections incl. couplings mm 20 / 25 / 32 / 40 20 / 25 / 32 / 40 40 / 50 40 / 50 40 / 50 40 / 50 40 / 50

Max pressure Bar 0,3 0,3 0,3 0,3 0,3 0,3 0,3

Cleaning       Manual Manual Electric Electric Electric Electric Electric

Filter materials Foam Foam / BioBall Foam / BioBall Foam / Biocell Foam / Biocell Foam / BioBall / Biocell Foam / BioBall / Biocell

Signal during and after cleaning ✖ ✖ ✔ ✔ ✔ ✔ ✔
Power cable Metre 5 5 5 5 5 5 5

Article number 201100 201101 201113 201114 201115 201116 201117

Warranty * Years 2 2 3 3 3 3 3

✔ Yes / suitable         ✖ No / unsuitable.

* )  Except quartz glass, UV-c lamp and �lter materials.

Pressure �lters are easy to operate, closed �lter systems. The built-in UV-C clari�er keeps the pond clear of �oating algae.  More info: www.auga.nl
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